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What makes us, us.




31YEARS OF EXCELLENCE

Being a manufacturer and authorised auto-ID distribution provider catering to the security verticals of the

Middle East and Africa, ScreenCheck ME FZ L.L.C., encompasses multiple world-famous and many sought-
after brands of ID Card printers, top-listed biometric products, world rated banking equipment and state of the art
security related products. Clubbing our acquired global industry domain expertise with local market cognizance
and economies of scale has escalated us timely over the last two and a half decades as the most preferred
auto-ID distributor in the Middle East and Africa.

OUR OPERATIONS

One amongst the diverse business units of the Centena Group (Dubai SME 100 Award — Top 50), we have
successfully rolled out many projects in the government, semi-government & private sectors covering crucial
verticals of the military, police, education, retail etc. including huge card issuances like driving license, vehicle
registration, public ID, instant issuance of bank credit/debit cards, e-purse, customer loyalty solutions etc. The
experience fram implementing these solutions has elevated our credentials to a value-added solution provider
rather than just being a distributor to our partners.

OURVISION

To be a technology house that exceeds customer expectations by being an innavative solutions provider.

OUR MISSION

We empower our employees to provide innovative cutting edge solutions in the field of technology to improve
the quality of life in our society.

THE SCREENCHECK COMPASS
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QUALITY ASSURANCE

Certifications like ISO 9001 have helped us to create better internal procedures to
deliver better services to our customers.

OUR SUCCESS FORMULA

@ Right Partner @ Team Work
\ 24

Perfect Execution \\\/ After Sales
\0

Functional Brilliance

THE SCREENCHECK BENEFIT

Our customers benefit by choosing from a wide range of world’s well known and
most competitive brands with an edge on the price. Since we prioritize our business
on “Quality and Service”, we render quick and efficient response to our customers.
Moreover, we have a well-stocked inventory to ensure that almost all our reseller /
distributor chains are well facilitated even at a short notice, most times.
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Artista CR805

Single/Dual-sided re-transfer printer

Main Features Artista CR803

Printing Technology  : Retransfer Pigment ink Single/Dual-sided re-transfer printer
Printing capabilities  : One-or two-sided over-the-edge printing
Print Speed : Full color single side CMYKP 100 cards/hr
Full color double sided CMYKP-KP 66cards/hr
gg? Input Stacker : 125 cards
Output Hopper : 25 cards (optional 125 cards)
Connectivity : USB & Ethernet
Options 300
* Lamination module DPI

* Tactile Impression
« Smart card Contact & Contactless Encoded

Sigma DS1

Single side color printer

Main Features

Print Technology : Dye-sublimation / resin thermal transfer
Rewritable technology
Print Speed : Full color printing
Single-sided color ribbon - Up to 175 cards per hour (cph)
Input Stacker 1 125 cards
Output Hopper : 25 cards
Cannectivity : USB
Options

* Magnetic stripe encoding

» Extended 25 cards output hopper, 125 card input hopper
o Wifi

* Smart card Contact and Contactless Encoded



Sigma DS2

Single or Dual Sided Color Printer

Main Features

Print Technology : Dye-sublimation / resin thermal transfer
Rewritable technology

Print Speed © Single sided 225 Cards per hour (CPH)
Double sided 140 cards per hour (CPH)

Input Stacker 1 125 cards

Output Hopper : 25 cards

Connectivity : USB & Ethernet

Options

¢ [amination Module

e Wifi

¢ Smart card Contact and Contactless Encoded

Slgma DS3 Sigma DS3 with Tactile Module
Single or Dual Sided Color Printer

) I'.N‘\'Rui:i.

Sigma DS3 with Lamination Module

Main Features

Print Technology : Dye-sublimation / resin thermal transfer
Rewritable technology
Print Speed : Monochrome printing: Up to 1100 cards per hour single-sided
Input Stacker : 125 cards
Output Hopper : 25 cards
Connectivity : USB & Ethernet
Options

¢ Mulithopper — 6 compartments

« Tactile module

¢ Lamination Module

¢ Smart card Contact and Contactless Encoded
o Wifi
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. ZEBRA

Main Features

Print Technology : Dye-sublimation thermal transfer direct-to-card printer
1150 cards/ hr with YMCKO

700 cards/hr with monochrome
100 auto adjusting

Print Speed
Input Stacker
Output hopper
Connectivity

Options

2GB Flash memory

Lockable enclosure

Magnetic stripe encoder - 1SO 7811

3rd party contactless encoder integration kit
Built-in 10/100 Ethernet

8021ac with MFi

Drivers available for Windows/Linux/MAC OC

ZEBRA ZC10L

Large-format card & badge printer

Main Features

 Direct to card - dye diffusion

e 300 dpi print resolution

* Photo-quality images

» Edge-to-edge printing

e Max Print speed
- Single-side YMCKO 200 cards/hr
- Single-sided K mono 425 cards/hr

* 400 card capacity feeder

* 100 cards capacity output hopper

* 64 MB memory standard

* USB 2.0 connectivity

e 2 years ar 20,000 card warranty on printer

Options

e Zebra OneCare service program

* 10/100 Ethernet connectivity External Print Server
* Lockable enclosure with opague output bin

ZEBRA ZC100

Single sided ID card printer




ZEBRA ZC300

Single/Dual sided ID card printer

Main Features
Print Technology : Dye-sublimation thermal transfer direct-to-card printer

Print Speed : 225 cards/ hr with YMCKO
150 cards/ hr with YMCKOK
1000 cards/hr with monochrome
Input Stacker : 100 auto adjusting
Output hopper @ 100
Connectivity . USB 2.0 & Ethernet 10/100
Options

Main Features
Print Technology : Dye-sublimation thermal transfer direct-to-card printer

Print Speed : 200 cards/ hr with YMCKO
140 cards/ hr with YMCKOK
900 cards/hr with monochrome
Input Stacker : 100 auto adjusting
Output hopper @ 100
Connectivity - USB 2.0 & Ethernet 10/100
Options

Card Flipper for dual-sided printing

2GB Flash memory

Lockable enclosure

Magnetic stripe encoder - 1SO 7811

3rd party contactless encoder integration kit
802.1ac with MFi

Drivers available for Windows/Linux/MAC OC

ZEBRA ZC350

Single and Dual sided ID card printer

Card Flipper for dual-sided printing
2GB Flash memory

Lockable enclosure

Magnetic stripe encoder - 1SO 7811
Combined Mifare ISO-14443 A & B Contactless with 1 SAM module slat, iClass ISO15693 and ISO 7816 contact encoder
802.1ac with MFi

Drivers available for Windows/Linux/MAC OC
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Zebra ZXP7 Series Main Features Options

Single/Dual side Heavy Duty card printer Print Technology : Color-dye sublimation thermal- * Single/Dual sided laminator
transfer direct-to-card * Lockable enclosures and card feeder
Print Speed - 300 cards/hr with YMCKO * 802.11b/g wireless connectivity
225 cards/hr with YMCKOK* » Magnetic stripe encoder—AAMVA and ISO 7811
1375 cards/hr with monochrome * |SO 7816 Smart Card Contact Station for
Input Stacker - 200 cards third party external contact encoders
Output Hopper @ 100 cards e Combined MIFARE® ISO 14443 A& B
Connectivity : USB 2.0 & Ethernet 100/10 (13.56MHz) contactless and I1SO 7816 Contact
connectivity Encoder
e EPCglobal® Gen 2 UHF RFID encoder
e ZXP72*

ZXP7 Laminator

Common main features

« Single or dual sided lamination (with dual side printer only)

* One-pass single and dual-sided wasteless lamination

¢ 200 cards/hour full-color dual-sided printing with lamination
» Uses Zebra True Secure iSeries Laminates only

* | aminate for the top & bottom sold separately

e Custom coded Laminates available

Zebra ZXP9 series Main Features
Single/Dual sided : Duye Diffusion retransfer ZXPQ With Laminator

Re-transfer card printer 304 dpi (12.0 dots/mm) print resolution
e-lranster card printe * Over-the-edge printing / photo-quality image
¢ Max Print speed
-Single-side 190 cards/hr
-Dual sided 180 cards/hr

150 card capacity feeder (30mil)
100 cards capacity output hopper
64 MB memory standard
Lifetime warranty on printhead
USB 100/10 .2.0 Ethernet

Common main features

Options * Single-or dual-sided lamination option (with dual-sided

e |aminator - Single-sided and dual-sided printer only)

« Lockable enclosure/ card feeder * One-pass single-or dual-sided wasteless lamination

« 80211 b/g wireless connectivity 180 cards/hr dual-sided printing & dual-sided lamination
« IS0 7816 Smart Card contact station » Custom-coded & Custom holographic laminates available
« Combined MIFARE ISO 14443 A&B (13.56 MHz) * Uses Zebra True Secure iSeries laminates only

contactless, ISO 7816 contact encoder.
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A HIGH"PERFORMANCE Identify what matters

PRINTER

Features Primacy 2
& Advantages \ 4

= Multiple printing features

» High-performance printing and autonomy
s High security and card durability

m Protection of printed data

evoLIs

= |ntuitive use

= Robustness

m Clean design
» Printing speed

280 card per hour single side
170 card per hour double side

Options

m Wwifi
m 200 cards Optional Feeder capacity
Lamination Module

Smart card Contact and Contactless Encoded

MULTI-PURPOSE | HIGH PERFORMANCE | SECURE
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Identify what matters

Zenius

Single sided color printer

Main Features

/ PR \ Print Technology : Color-dye sublimation and monochrome thermal-transfer
Print Speed : Full color - 150 cards/hr Monohrome — 500 cards/hr
Input Stacker : 50 cards
1 Output Hopper : 20 cards
I Connectivity : USB 1.1 (compatible with 3.0)
= Options
= e Ethernet TCP-IP 10BaseT, 100BaseT (Traffic Led) on the Expert version
& » Magnetic stripe encoder, smart card contact & contactless encoder * Expert Model
b  Data encryption for magnetic encoding
* Encoding option can be combined and field upgradable
Primacy
Single / Dual sided color printer
evaLIS /D
=)
u
E .
= N
0o i
( e
|
Main Features <
Print Technology . Color-dye sublimation and monochrome thermal-transfer |
Print Speed : Single side 225 cards/hr with YMCKO
Dual side 140 cards/hr with YMCKOK ——
Input Stacker : 100 cards
Output Hopper : 100 cards
Reject tray : 50 cards
Connectivity . Ethernet TCP/IP, USB 1.1 (compatible with 2 & 3.0) Primacg with
Options Card Lamination Module
¢ 802.11b/g wireless connectivity
» Color available - fire red & Brilliant blue
 Field Upgrade kit for dual sided printing
¢ Locking system
» Color touch screen )
* Magnetic stripe encoder, smart contact station, smart card contact & contactless encoder SGREEN
« Encoding option can be combined and field upgradable )El'iiﬁﬁ



Quantum

Single / dual sided color printer

Main Features
Print Technology
Resolution

Print Speed

Input Stacker
Output Hopper
Reject tray
Connectivity

Options

: Color dye sublimation Reverse transfer
: 600 dpi
. Single side 144 cards/hr with YMCK

: 250 cards

: 250 cards

: 30 cards

. Ethernet TCP/IP, USB 11 (compatible with 2 & 3.0)

Main Features

Print Technology : Color-dye sublimation, monochrome thermal-transfer
Print Speed : Single side 150 cards/hr with YMCKO
Dual side 115 cards/hr with YMCKOK
Input Stacker : 500 cards
Output Hopper : 500 cards
Reject tray : 20 cards
Connectivity : Ethernet TCP/IP, USB 1.1 (compatible with 2 & 3.0)
Options

« Detachable and Interchangeable input and output hoppers, capacity of 500 cards each (0.76 mm - 30 mil)
« Locking system to secure access to the whole system (incl. cards and ribbon)

 Reversible upper and lower encoding unit for magnetic stripes and contact smart cards (patented)

* Smart contact station - 1SO 7816-2

¢ Smart encoding unit — PC/SC, EMV 2000-1

» Contactless encoding unit - 1ISO14443A & B, Mifare, DesFire, HID iCLASS

Avansia

Dual sided heavy duty card printer

Dual side 96 cards/hr with YMCK_K

e Magnetic stripe encoder ISO 7811

» Dual contact and contactless encoder

* Support for security lock (Kensington® type)
* RFID Locking key

« Centralized locking system ta secure access to blank cards, ribbon and film (optional)

Digital Signature Pads

Signature pads for simplicity and security

Display
Resolution
Diagonal

Active signing area
Dimensions
Communication

eveLIs

vl
)

SIG 100

: Monochrome

: 320 x 160 pixels

- 4"(10.5cm)

1 95 x47mm

: 10 x 160 x 120 mm

SIG 200

Color

640 x 480 pixels
5"(12.7 cm)

100 x 75mm

5 x180x 191 mm
Slideshow up to
10 pictures



LET THE FOOD
STAND OUT

with Edikio tags

Print food tags with Evolis Edikio Printer
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EASY TO UPGRADE
» THE SOLUTION THAT
™ SUITS YOUR NEEDS!

Y
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5 EDITIONS

ID CARD SOFTWARE

\szw.(:ardPresso.cor*n‘h

Start by XXS with the basic features for card design and printing using predefined templates, signature acquisition, edit view for text
data input, database view, barcodes 1D, WIA/TWAIN/DirectShow acquisition, magnetic encoding support, internal document database
with photo connection, database table create & edit and browse/find records.

XS adds QR codes, document password protection, production made and .XLS, .XLSX, .CSV and .TXT database connection.

XM adds local MS Access and SQLite connection, photo on database, FaceCrop tool for face recognition and 2D barcodes.

XL adds ODBC connection, RFID contactless direct encoding, Smartcard direct encoding, Smartcard plugin, Internal and External RFID
encoder support, Fingerprint acquisition, multi-layout card designs, auto-print and user allowances.

XXL adds advanced features like DESFire, Web Print Server and Net License up to 16 Pcs in the same sub-net and scope.

g
avaLABlEForR: B Windows @



FEATURES

SOFTWARE BOX & INSTALLATION
Full Setup on USB Key

USB Key Protection

Digital Manual (PDF)

TOOLS & IMAGE

DirectShow Image Acquisition

WIA & TWAIN Image Acquisition

Clipart & Shapes

Variable Objects (Print Date, Print Counter,...)

Built-in Image Editor

Card Templates

Signature Acquisition

Barcodes 1D

QR Code

Barcodes 2D

Auto Face Detection in Live Acquisition

Automatic Face Crop

Image Acquisition through camera SDK
Fingerprint Acquisition

Users Allowances & Operation Logs (audit report)
Customized Features through Script Ld

USER INTERFACE

Text and Image Editing in Card Design
Database View

Production Mode

Encoding View

Multi-layout Designs

PRINT

Print Spooler Management (Card by Card, All print Operations, Wait for user.)

Front & Back Printing

Batch Printing

Ethernet Printers Support

Conditional Printing

Overlay/UV/F Panel Management

Auto-print (Automatic print by DB update) = Windows only
Web Print Server && Windows only

DATABASE

Internal Database With Photo Connection
Browse & Find Records

XLS, XLSX, CSV & TXT Connection

MS Access & SQLite with Photo Field
Search (query) Records

OLE Objects & Photo on Database Records
ODBC Connection to External Database

ENCODING

Magnetic Encoding [ o L]
Contact Smartcard Plugin (Run external app)
Contact Smartcard Encoding

Contactless RFID Encoding

Internal & External RFID Encoder Support
Mifare CLASSIC & Ultralight

Mifare DESFire = Windows only

o= Windows only

Windows only
Windows only

Windows only

Windows only

MISCELLANEOUS

Free Software Updates

Remote System Edition Upgrades

Document Password Protection

Net License* up to 16 PCs belonging to the same scope and sub-net

*Mac version only supports client installation

cardPresso minimum system requirements: Windows 10@ (32-bit or 64-bit), Windows 8® (32-bit or 64-bit), Windows 7® (32-bit or 84-bit), Windows Vista® (32-bit or 64-bit), Windows Server 2008®, Windows Server 2012®, Windows Server 2016®, Mac OS X Lion 10.7 (Intel 4-bit Processor
only) untit High Sierra 1013, Intel® Core™ i3 processor of higher, 1GB of RAM, S00MB hard disk free space, 1024x768 monitor resolution, 1USB port.

I >aEEn
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FaceStation F2

Fusion Multimodal Terminal

Main Features

CPU :1.8 GHz Dual Core + 1.4 GHz Quad Core

Memory .16 GB Flash + 2 GB RAM

Log Capacity 15,000,000

User Capacity 150,000

Template Capacity :100,000(1:1), 50,000 (1:N)

Card Options 1 125 kHz EM & 13.56 MHz MIFARE,
MIFARE Plus, DESFire EVI/EV2*, FeliCa
125kHz EM, HID Prox & 13.56MHz
MIFARE, MIFARE Plus, DESFire EV1/
EV2(1), FeliCa,
125kHz EM & 13.56MHz MIFARE,
MIFARE Plus, DESFire EV1/EV2(1), FeliCa

Authentication :Face / Card / Pin

Interface : TCP/IP, Wiegand, USB

(Host & Slave), RS485, 2x TTL
170, 1x Relay
100,000(1:1), 50,000 (1:N)
Product Highlights
¢ 4" colour Touch LCD screen
* Multi-band RF reading technology supporting
* Infra-red based live face detection to prevent
 Improved Ergonomics for greater height range.
e Thermal Camera
* Mobile Card supported (BLE technology)

FaceStation 2
Smart Face Recognition Terminal
Main Features
CPU :1.4Ghz Quad core
Memory :1GB RAM + 8GB Flash
Log Capacity 15,000,000
User Capacity : 30,000
Template Capacity ~ : 30,000 (1:1), 4,000 (1:N)
Card Options : FS2-D:125kHz EM & 13.56Mhz MIFARE, MIFARE Plus,
DESfire/EV1, FeliCa, NFC
FS2-AWB: 125kHz EM, HID Prox & 13.56Mhz MIFARE,
MIFARE Plus, DESFire/EV1, FeliCa, iCLASS SE/SR,N-
FC, BLE
Authentication :Face / Card / Pin
Interface : TCP/IP, Wiegand, USB (Host & Slave), RS485, 2x TTL
170, 1x Relay
Product Highlights
* 4" colour Touch LCD screen
¢ Multi-band RF reading technology supporting latest RFID standards
* Infra-red based live face detection to prevent spaofing attempts
¢ Improved Ergonomics for greater height range.
e Thermal Camera
* Mobile Card supported (BLE technology)(FS2-AWB)
Main Features c t Face R Ftacs thel
CcPU - 126Hz Quad core ompact Face Recognition Termina
Memory : 1GB RAM + 8GB Flash
Log Capacity : 5,000,000
User Capacity  : 30,000
Card Option : 125kHz EM & 13.56MHz MIFARE,
MIFARE Plus, DESFire/EV1, FeliCa
Authentication  : Finger/Card/Pin

Interface 1/0

: TCP/IP, RS485, Wiegand,

USB, 2x TTL, Relay

Product Highlights
e 2" Colour TFT LCD

¢ Dual Frequency RFID technology
* Mobile Card supported (BLE technology)



BioStation A2 Main Features
IP Fingerprint Terminal CPU

Memory

Fingerprint Capacity
Card Option

Authentication
Interface 1/0

:1.0GHZ Quod Core
. 1GB RAM +8 GB Flash
: 5,000,000
: 1,000,000 templates (500,000 users)
: BSA2-OEPW: 125KHZ EM
BSA2-0OHPW: 125KHZ HID PROX
BSA2-OMPW: 13.56MHZ Mifare/DesFire/DesfireEV1/Felica/NFC
BSA2-0IPW: 13.56MHZ Mifare/DesFire/DesfireEV1/Felica/NFC, IClass SE/SR
: Finger/Card/Pin
- Wifi, TCP/IP, RS485, Wiegand, TTL, Relays, USB.

Product Highlights
» New advanced LFD (Live Finger Detection) technology

* Up to 150,000 matches per second (1:1)

PoE

Log Capacity
Main Features

LCD: 5" IPS LCD touchscreen with reinforced glass front

2MP wide-angle camera for clear face image logs
Android O/S with improved GUI

BioStation 2

CPU : 1.0GHz . . .
Memory - J56MB RAM + 8GB Flash Outdoor IP Fingerprint Terminal
Log Capacity : 3,000,000
Fingerprint Capacity  : 1,000,000 templates, (500,000 users)
Card Option 1 125KHz EM ¢ 125KHz HID Prox ¢ 13.56MHz MiFare/DESFire/DesFire
EV1/ Felica/NFC ¢ 13.56MHz iClass SE/SR
Authentication : Finger / Card / Pin
Interface 1/0 : TCP/IP, Wiegand, RS485, RS232, TTL I/0, Wi-Fi, Relay
Product Highlights

» Powerful processor up to 20,000 matches per second
 |PB5 Certified Dust & Water Protection
e Built-in WiFi and Power-Over-Ethernet functionality

BioStation L2

IP Fingerprint Terminal Main Features

CPU

Memory

Log Capacity
Fingerprint capacity
Card Option
Authentication
Interface I/0

Product Highlights

: 1.2 GHz Quad-Core

: 2GB Flash + 256 MB RAM

: 1,000,000

: 1,000,000 templates, (500,000 users)

: 125 KHz EM 13.56 MHz Mifare/ DESFire/ DESFire EV1/ Felica/NFC
: Finger/ Card / Pin

. TCP/IP, Wiegand, RS485, TTL1/0, relay

1.2GHz Quad-Core CPU
» Up to 150,000 matches per second (genuine)
* New advanced LFD (Live Finger Detection) technique

2-inch color LCD with intuitive GUI



CAT
Main Features . éb%
CPU : 1.2Ghz Quad core Biolite N2 20222023
Memory : 4GB Flash + 64MB RAM Outdoor IP Fingerprint Terminal
Log Capacity :1,000,000
User Capacity 10,000
Template Capacity : 20,000
Card Options : BLN2-0DB: 125kHz EM &13.56Mhz MIFARE, MIFARE Plus, DESfire/EV1,

NFC & 2.4GHz BLE, FELICA
BLN2-0AB: 125kHz EM, HID Prox & 13.56Mhz MIFARE, MIFARE
Plus, DESFire/EV1, FeliCa, iCLASS SE/SR, NFC & 2.4 GHz BLE
Authentication : Finger / Card / Pin
Interface : TCP/IP, Wiegand, RS485, 2x TTL 1/0, 1x Relay

Product Highlights

* 1.77" colour TFT LCD with Keypad for T&A functionality
 |PB7 Certified Dust & Water Protection

* Multi-RFID card reader including NFC & BLE

» High-precision OP6 optical sensor

Bio Entrg W2 Main Features Product Highlights
: . . CPU : 1.2 GHz Quad Core * |KO9 impact protection
Outdoor IP Fingerprint Device Memory | 5GB Flash + 256 MB RAM « IP67 ingress protection
Log Capacity : 1,000,000 e |deal for outdoor installation
Fingerprint Capacity  : 1,000,000 templates, (500,000 users) e LF (125KHz), HF (13.56MHz) dual-band
Card Options . BEW2-OHP 125 KHz HID Prox * Reads all card types that HID multiCLASS
supports (EM/HID Prox/MIFARE/iCLASS/
BEW2-0DP  125KHz EM DESFire/FeliCa/NFC)
13.56MHz

MIFARE, FeliCa,NFC

BEW2-0OAP 125 KHz EM/HID Prox 13.56 MHz
MIFARE/DESFire(EV1) /FeliCa/NFC/iICLASS(SE)

Authentication . Finger / Card

Interface 1/0 : TCP/IP, Wiegand, RS485, TTLI/0, relay
Main Features Bioentfg P2
CPU : 1.0Ghz : . .
Memory - 8GB + 64MB RAM Compact IP fingerprint Device
Log Capacity 11,000,000

Fingerprint Capacity: 20,000 templates (10,000 users)

Card Options:

BEP2-0D :125kHz EM & 13.56Mhz MIFARE, MIFARE Plus, DESfire/EV1, FeliCa, NFC

BEP2-0OA :125kHz EM, HID Prox & 13.56Mhz MIFARE, MIFARE Plus, DESFire/EV1, FeliCa, iCLASS SE/SR, NFC
Authentication: Finger / Card

Interface: TCP/IP, Wiegand (BEP2-0D/0A only), USB (Host & Slave),

RS485, 2x TTL I/O (BeP2-0D/0A only), 1 X Relay (BEP2-0D/0A only)

Product Highlights:
Latest Suprema algorithm

Powerful 1.0Ghz CPU
Fastest matching speed with 10,000 match/sec 3
LF (125Khz), HF (13.56Mhz) Dual-band 5E=|EEEI'(I



Main Features
CPU

Memory

Log Capacity
User Capacity
Card Option

Authentication
Interface 1/0

Product Highlights

e | CD: 4" Wide Touch Screen
e Supports EM/ Mifare, MIFARE Plus, iCLASS, DESFire and Felica
* Ingress Protection - IP65

X-Station 2

VERSATILE INTELLIGENT TERMINAL

:1.5GHz Quad Core

:16 GB Flash + 1GB RAM

15,000,000

50,000 (Finger print), 5,00,000 (Card capacity)

- 125kHz EM & 13.56MHz MIFARE, MIFARE Plus, DESFire EV1I/EV2*, FeliCa

MIFARE Plus, DESFire/EVI(CSN)

*NFC, BLE, Finger Print
: TCP/IP, ICH RS485, Wiegand in or out,

2 XTTLI/0, Door relay

uj

XpaSS 2 Main Features
Outdoor Compact RFID reader CPU - 1GHz
Memory : 4GB flash + 64MB RAM
Log Capacity : 1,000,000
User Capacity : 200,000
Card Option : 125kHz EM &13.56MHz MIFARE, MIFRE Plus, DESFire/EV1, FeliCa
Authentication : Card / Card + PIN(XP2-GKDPB)
Interface 1/0 : TCP/ RS485, Wiegand, 2X TTL, 1 Relay

2 XTTLI/O, Door relay

Product Highlights

¢ POE (Power over ethernet)

e |PB5 & IPB5

« IKO8 Vandal Proof

¢ Dual Frequency RIFD reader

« NFC & BLE (Mobile Card supported)



L
BioEntry R2 GUE

Compact fingerprint Reader

Main Features Product Highlights
CPU :1.0Ghz » Designed for centralized Access control system
Memory : 32MB Flash + 32MB RAM  Latest Suprema fingerprint algorithm
Card Options :BER2-0D: 125kHz EM & 13.56Mhz * High-precision OP5 optical sensor

MIFARE, MIFARE Plus, DESfire/EV1, ¢ Multi RFID card reading - LF (125Khz),

FeliCa, NFC HF (13.56Mhz) Dual-band
Authentication  : Finger / Card * Support NFC mobile card with BioStar2 maobile app
Interface :RS485 (OSDP v2.1.6) e OSDP supported

Xpass D2

Outdoor Compact RFID reader

Main Features

Multi-class RFID card reading (Dual frequency) - EM, Mifare, Mifare Plus,
DESFire/EV1, Felica, NFC & BLE

|IP-67Water and dust proof

IKO8 - Vandal proof

Industry standard communication via OSDP supported

RS485, Wiegand out, Ix TTL 1/0

Temperature : 35-°C ~ 65°C

CoreStation
INTELLIGENT BIOMETRIC CONTROLLER

Main Features

CPU :1.4Ghz Octa Core

Memory :1GB RAM + 8GB Flash

Log Capacity 15,000,000

User Capacity 500,000 (1:1), 100,000 (1:N)

Template Capacity ~ :1,000,000 (1:1), 200,000 (1:N)

Interface : TCP/IP, Wiegand (4ch input/output), USB (Host & Slave) RS485 (5ch), 8x TTL, 4 x Relay

Product Highlights

* Centralized storage of biometric and access group data

 Enterprise-level user capacity - 500,000 users (1 million fingerprint template)

* Hight-speed fingerprint matching (Max 400,000 match/sec) NGRRE
» OSDP V2 protocol supported CFE
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Multiple Output Extention Module

asaany

Main Features

[ -]
=
=
=
-
[ -]
=]
L=
-
Lel

Higue

{'dep:nn

BARE  ARGAAE  SRRAGY

g =

DM-20

Secure Multi-Door I/0 Module

Main Features

» Encrypted communication
e Wiegandin/outx 2

e 4 x supervised input

e Controls up to 4 doors

* RS - 485 communication
e 6 xTTL Output

BioMini Plus 2

FBI PIV/UIDAI LO Certified Authentication Scanner

* 12 output relays per unit

» Controls max. 192 floors per elevator

* Preset alert for alarms in APB zones

 Elevator groups can be added to a certain fire alarm zone
» Terminating resistance for RS-485 connections

Secure 1/02

Compact Secure Single Door I/0 Module

Main Features

e Secure Door Control Module
e Encrypted communication
e Compact form factor

* RS -485 communication

e 2xTTL

FBI PIV and FBI Mobile ID FAP10 certificates

NIST certified interoperable image & template format standards
(ANSI-378, 1IS019794-2/4)

Image compression standard: WSQ

e Multi Bynamic Range (MDR) Technology
Operates under direct sunlight up to 100,000 LUX
Live Fingerprint Detection (LFD) Technology
Distinguishes fake fingerprints made from various materials including
clay, rubber, silicon, glue, paper, film and maore
* New Improved Optical Sensor
500dpi optical fingerprint sensor
Scratch proof IP65 sensor surface
* Easy Integration
BioMini SDK for easy application development
Android, MS Windows & Linux compatible
Multi-threaded code design for multi-core CPU utilization



RealScan - FC

Compact Palm & Ten-print
Enrollment Scanner

Main Features

e Compact and Lightweight Design with 5.16" Extra Wide Platen
» Advanced Rolled Image Construction Technology

e Powerfulinternal DSP

* Rugged IP64- Rated Dust & Waterproof Structure

e DC12V or USB Power Only

* Automatic capturing

e Ghostimage elimination

» SDK for quick and easy integration into any system

RealScan - G10

. Compact Ten-Print Live Scanner
Main Features

» Advanced optical technology for easy capturing of wet and dry fingers
* Embedded DSP for high-speed image processing

* |P54 rated dust and water resistant housing

¢ Anti-shock & vibration structure with rubber in-mold housing

* USB 2.0 interface for data transfer and power supply

* Multi-color LED and pictograms for intuitive user interface

* Built-in-speaker for sound and voice instructions

« Built-in-buttans for quick operation (operates without PC input)

» Optional detachable cover for prism window protection
» Kensignton lock point for extra security
* SDK available

RealPass - N

Compact, Multi-functional,
Full-page Document Reader

Main Features

One-step reading of visual data page and RFID chip of e-documents
ICAO Doc 9303 Standard Compliance

OCR data capture of the Machine Readable Zone (MRZ)

Reads 1S014443 Type A/B contactless chip, 1D/2D Barcodes
Provides SDK far easy integration into any systems

Image Resolution (DPI) 600(Scalable), 5M Pixel Sensor
Kensington® Security Lock, SAM Slot

Multiple illumination(White, IR and UV)

& Identification
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Handheld Biometric Reader Y RUGGED |

BioWolf 8R

RUGGED - TABLET - BIOMETRICS

NFC, RJ45 & Smart Card (optional)

2D barcode scanner (optional)

Can be used with the Margue-Bio10

8 inch screen, Sun Readable, scratch-resistant

IP67 hard carry case (optional)

2/3/4G LTE, Wifi, GPS & BT

Suprema, LES & Next Biometrics Fap 20 / 30 Fingerprint options

BioWolf 10R

Rugged Mobile Expression

¢ NFC & Fingerprint (optional)

¢ Can be used with the Marque-Bio10

¢ 10 inch screen, Sun Readable, scratch-resistant
¢ |P67 hard carry case (optional)

e 2/3/4G LTE, Wifi, GPS & BT




Ruggbo 21 Lite

Light weight Bio-Metric Handheld

Suprema Biomini Slim 2 Fap20 PIV Futronic FS81
Android 10/11 GMS

5.0"1280*720 IPS

3GB/32GB (Optional 4+64GB)

5000mAh (Optional 9000mAh)

5 MP front 8 MP (optional 13 MP) back with LED flash
Smart Card Reader - Optional

Ruggbo 30 RS

Next Generation Rugged
IP65 Mobile Biometrics

Qualcomm ARM QOcta-core CPU @ 2.0Ghz / 64-Bit

5,5" IPS Full-HD multi-touch display

5 MP front camerg, 13 MP Camera rear camera

1/2D Honeywell 6603 barcode reader

NFC / Mifare & Smart (chip) card (optional)

Dual Sim (1x normal & 1x micro) or Dual SIM / SAM
Communications: GSM/GPRS/EDGE/3G/4G-LTE/BT/Wi-Fi’
Suprema BioMini Slim - FBI/PIV/FAP30
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EF 45-NX

Iris Recognition System

Main Features

Iris Capacity : 1,00,000

Log Capacity : 3,000,000

Card Options . Mifare/DESFire standard
(Optional HID multi-class reader for proximity,
iClass, Mifare & DESFire)

CPU : ARM Cortex A9 quad-core processor

Memory : 8GB flash + 5GB RAM

Iris Image pixel resolution: 640x480 pixels, 8bit depth

Communication : TCP/IP, WiFi*, RS485, RS232, Wiegand In/Out,

2x TTL inputs, USB host (internal), 1dry contact relay.

Product Highlights

* Meets or Exceed new ISO 19794-6 2011 Iris Imaging specification standard
* |ris positioning indicator

* Position face within guide box in display (like smart phane “selfie”)

NOVAFACE - 2

Facial Recognition System

Main Features

Face Capacity : 20,000

Log Capacity 15,000,000

Live Face Detection  : Yes, proprietary algorithm

Card Options : Mifare/DESFire standard

CPU : ARM QOcta-core

Memory : 8GB flash + 2GB RAM

Interface : TCP/IP, RS485, Wiegand In/Out, dry contact relay, tamper.
Product Highlights

» Embedded illuminators in both white & NIR ranges expand use in adverse
ambient light environment

» Dual Face cameras (visual & NIR optimize the face detection in the lowest
of ambient light condition)

* SDK’s available*
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POWERING A SMARTER WORLD
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NANVIZ2
POWERING A SMARTER WORLD
Time Attendance Machine
Main Features
Identification mode  : Fingerprint, Password, Card (EM & Mifare options)
Max Users 13,000
Max Cards 13,000
Max Logs :100,000
|dentification speed  :<0.5 Sec N ol R M
Display :2.8: TFTLCD . e e,
Communication : TCP/IP, Mini USB & USB Host, WiFi-Optional =
Webserver : Supported il BT 2
Power :12VDC/ Optional Battery Tt Ban | Ous €
Software : Anviz CrossChex
Color Screen Fingerprint & RFID Access Control
Main Features
Identification mode  : Fingerprint, Password, Card (EM and Mifare optional)
Max Users 13,000
Max Cards 13,000
Max Logs :100,000
|dentification speed  :<0.5 Sec
Display :28: TFTLCD
Communication : TCP/IP, Mini USB & USB Host, WiFi-Optional
WebServer : Support
Power :12VDC/ Optional Battery
[ Software : Anviz CrossChex STD / CrossChex Cloud
... SCIEEN
CHECKC



FACEDEEP 3 IRT

Smart Face Recognition Terminal with Body Temperature Detection

Main Features

Identification Mode : Face, Card, ID + Password
Max Users 16,000

Max Cards 16,000

Max Logs 100,000

RFID Technology 1 125KHz EM

Face Recognition Distance :05~15m (19.69 ~59.06")
Face Recognition Speed :<0.3S

Detection Distance :10~20mm( 0.39~0.79")
Display 15" IPS Touch Screen
Temperature Range 1 23°C~46°C (73°F~N4°F)
Temperature Accuracy* :20.3°C(0.54°F)

Software : Anviz CrossChex STD / CrossChex Cloud

FACEPASS 7 PRO IRT

Smart Face Recognition and Infrared Thermal Temperature Detection Terminal

Main Features

|dentification : Face, Card, ID+Password

RFID Card : Standard EM 125Khz, Optional Mifare 13.56 Mhz
User Capacity 13,000

Card Capacity 13,000

Log Capacity 100, 000

Verify Speed :<0.3s

Verify Distance : 30-80cm (11.81-31.50")

CPU : Dual-core 1.0GHz & Al NPU

Face Image Registration : Supported

LCD : 3.5" TFT Touch Screen

Communication : TCP/IP, RS485, USB Hast, WiFi
Infrared Thermal Temperature Detection Module: Detection Range 10-50°C
Accuracy - 20.3°C(0.54 °F)

Software : Anviz CrossChex STD / CrossChex Cloud



C2 Slim

Outdoor Standalone Access Control Terminal

Main Features

Identification Mode
Fingerprint Capacity
Card Capacity

Log Capacity
Identification Time
Sensor

Comm

IP Rating
Temperature
Operating Voltage

M-Bio
Portable Fingerprint and RFID
Time & Attendance Terminal

CAT
ALO
GUE
EP30 2022-2023
IP Fingerprint and RFID Access Control Terminal
Main Features
Identification mode : Finger, Password, Card (Optional EM/ Mifare )
Fingerprint Capacity : 3,000
Card Capacity : 3,000
LLog Capacity 150,000
CPU : High-speed 1.0Ghz
Communication : TCP/IP, WiFi optional, Wiegand Out, Relay out, Exit button,Door bell
Working Temperature -25°C~70°C
Power :DC12V
WebServer : Support
Software : Anviz CrossChex STD / CrossChex Cloud
: FP, Card (Standard EM RFID, Mifare optional)
3,000
3,000
150,000
:<0.5s
: Fingerprint Touch activation
: TCP/IP (PoE),RS485, Wiegand Out & In, Door Sensor, Exit Button
:1P65
:-30°C~B0°C
:12vDC
Main Features
CPU :1.0GHz
User Capacity : 3000
Fingerprint Capacity : 3000
Record :100,000
Identification Mode : Fingerprint, Card
Identification Speed :<0.5s (1:3000)
Communication : WiFi, Bluetooth
Web Server : Support
RFID Card : EM&Mifare 21in1
Card Reading Distance 12 ~5cm(0.79 ~1.99")
Battery : 600mAh up 4 hours working
Power : DC5V Power over USB
Operating Temperature - -25°C(-13°F) to 45°C(-113°F)
i idi -109, 9
Operating Humidity :10% to 90% SCIEEN
CFECC
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nice

TO MEET YOU

You name it, we digitize it.

Whether it's access control, business cards, IDs, professional or
membership licenses,or customer loyalty cards, NICE can help you go digital,
with all-in-one solution.

AUTHENTICATED D IGITAL BUSINESS CARD
SECURE DIGITAL ACCESS CARD

VERIFIED LICENSE CARD

VERIFIED MEMBERSHIP CARD

Authenticated Business Cards

Fraud-Proof. Each Digital card is issued a unique QR code to prevent forgery

* Auto-generated Card Link and unigue QR Code
scannable by all QR Code readers

* The profiles are private and only accessible
through the designated network

* Copy link feature for sharing in video
conferences (zoom, teams, webex, etc)

* Directly save as contact with one click

Digital Access Card

NICE replaces physical access cards and provides a one-step access to premises.

* Real Time Access
» Added security layer by central control platform
* Visitor's link for temporary digital

Digital ID

Tap to turn on card radar
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Integration with Contractor / Service
» Access Control Systems, » provider pass with QR

’)))% » Contactless
Turnstiles, Flap Barriers, Etc. code & agreed validity

Multiple versions )
» . . » Real time head count
Enterprise / Commercial

©

» Data protection

» 24x7 Support

/‘B > Hosting options on premise

/Cloud » Tablet, PCs, and Kiosks } Web based / Stand alone @ | 2 ;Zi:mlzable Sy

Pre schedule visits with
QR code

SMS, Email and Mobile App - Custom branded -
} alerts host > s Bees ®> Blackilist visitors

Making workplaces Secure, Safe, & more Efficient

2-Factor IT/Network

Authentication Security Certified Contactless People density Localization 5-Second Entry
| N / : N 7
) | Safe | ient
! 7 N ! 7 N
Integration Data Health Emergency Health Pre-Appointment

Access Control Security Screening Notification Screening
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Impinj R700 RAIN RFID Reader

Main Features

Alir Protacol . EPCglobal UHF Class 1Gen 2 /1SO 18000-63 RFID
Transmit Power : 10 - 30 dBm (PoE), 10 — 33 dBm (PoE+)
Read Rate : Up to 1100 reads per second

Antenna Impedance : 50 0hm

Max Receive Sensitivity : =92 dBm at 10-3 bit error rate

Gen 2 Reader Modes . Tfixed modes, 3 autopilot modes
Operating Temperature : -4°F 10 122°F (-20°C to 50°C)

Sealing . Ingress Protection (IP) 50 rating

Network : 10/100/1000 Base-T Ethernet (RJ45)
Antenna Ports . 4 monostatic ports (RP-TNC)

UsB : 3 Type A host, 1 micro device

Power . PoE (802.3af), PoE+ (802.3at)
Processor . Dual-Core 1GHz Cortex A7

Memory . 1GB Flash, 1GB RAM

Network Stack . IPv4, IPvB

Speedway RAIN RFID

Readers
R220/R420

Main Features

best performance)

¢ EPC global UHF Class 1GENZ2/ 1SO 18000-6C

e 2 and 4 antenna port configuration

* PoE and cellular modem connectivity

» Autopilot (automatically senses environment and configures settings for the

* Innovative features to enable read zone containment and eliminate stray reads

 Support for EPC global Low Level reader Protocol (LLRP)

xArray Gateway

Wide- area monitoring, locationing & tag direction

Main Features

Air Interface Protocol
Power Cansumption
Coverage Area per xArray

Location Accuracy

Effective Field of View
Sealing / Temperature / Humidity :

: EPCglobal UHF RFID Class 1Gen 2/ ISO 18000-63
: -82dBm
: 1,500 sq. ft. (139m2) with Monza R6 based tags*,

coverage area may be less with other RFID tags.

- 85% within 5 ft. (1.5 m) in ideal conditions; 66%

within 3.3 ft. (1 m) in ideal conditions

: #45° from O° (directly underneath the xArray)

|IEC IP52 / Operating -20 °C to +50 °C; Storage -20 °C to
+50 °C / 5% to 95% non-condensing



20222023
xSpan RAIN RFID Gateway
Real-time inventory monitoring
Main Features
Air Interface Protocol . GS1EPCglobal EPC Radio-Frequency Identity Protocols
Max Receive Sensitivity : -84dBm
Beams . 13 dual-polarized beams
Antenna 3dB Beamwidth . FCC: 116° major axis, 75° minor axis
EU :120° major axis, 83° minor axis
Gateway Management . Impinj Web Management Ul
* Impinj Rshell Management Console using serial management console
port or SSH
* SNMPv2 MIBII
» EPCglobal Reader Management v1.0.1
* Syslog
Site Management e ltemSense
Performance Optimization . ltemTest
RAIN RFID Reader Antennas
1. Match Box Antenna
2. Threshold Antenna
3. Brickyard Antenna
4. Guardwall Antenna
5. Mini-Guardrail Antenna
6. Farfield Antenna
B s o gty 7. Slim outdoor antenna (A 5010)
8.Compact outdoor antenna (A 5020)
SCIEEN
CHEC(



Making
Life Safer

Road Blocker

TiSO M30 high security Road Blockers offer the highest level of vehicle

anti ramming protection. Engineered and designed to prevent unauthorised
access of vehicles to a secured area, this equipment has been tested to
withstand high speed impact from heavy goods vehicles. This range of TiSO
road blockers has successfully passed crash test and certified according to
ASTM F2656-07, M50, P1(-2,4m) and ASTM F2656-07, M30, P1(-2,1m).
Developed by engineers with extensive knowledge and experience within
this field, this type of wedge barrier offers maximum security with installation
simplicity, easy service, reliability, durability, and multi functionality.



Twix-M

Twix-M turnstile is a robust and reliable model of the tripod turnstile series.
This model will efficiently control the entrance even in intensive pedestrian
flow mode, making it suitable for heavily used sites like stadiums, industrial
plants or factories. Design of this tripod barriers for access controlis sleek
and elegant, with a choice of housing finishing options it will fit perfectly in
both modest interiars as well elegant office buildings. Robust design and high
quality materials will ensure reliable operation for years. To overcome the
potential problem of crowding in an emergency the Twix M automatic tripod
turnstile has a drop arm function.

Speedblade

Speedblade is a type of motorized turnstile featured with sliding
flaps operation principle. Speedblade has implemented
anti-tailgating function. Sliding flaps are made of glass,
polycarbonate is optional. Turnstiles can be controlled by

push button or via ACS (access control system). When power
goes OFF both directions are free.

Sweeper

Sweeper turnstile is a good choice for projects with main target to sophisticated
design with glass top and side panels. Turnstile’s operation principle, together with
different dimensions of swinging flaps, enables wide lanes establishment. This type
of a turnstile can be controlled by push button or interfaced with variety of ACS
solutions and provides the function of anti- tailgating. In case of power failure, the
option of a back-up battery is considered. When power goes OFF

both directions are free.
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TAILOR MADE UPS
SOLUTIONS TO PROTECT
YOUR DATA
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SPS one - UPS 500-2000 VA

with AVR + SOFT / USB

» Line-interactive technology.
¢ AVR Boost&Buck permanent stabilisation.
¢ USBinterface for all models as standard.
¢ Downloadable monitoring software for Windows,
Linux, Unix and Mac.
* Protection against overloads, short circuits and transients.
* Smart battery charger to shorten average recharging times.

SPS ADVANCE T

Line-interactive sine-wave UPS tower 850 VA to 3000 VA

 Line-interactive technology with sine-wave output.
» Permanent AVR stabilisation (buck-boost).

e Compact tower format.

e RS-232 and USB-HID communication interfaces.
o Smart slot for SNMP adapter.

» Compatible with APFC power supplies.

¢ Possibility of backup extension.

SPS ADVANCE RT

Line-interactive sine-wave UPS 800 VA to 3000 VA

Line-interactive technology with sine-wave output.

Permanent AVR stabilisation.

e QOutput power factor PF=0.9.

Convertible tower/rack format (2U).

Backup extensions available for all power ratings.

Downloadable monitoring software for Windows, Linux and Mac.
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SLC TWIN PRO

On-line double-conversion UPS 700 VA to 3000 VA

e On-line double-conversion technology.
¢ Output power factor PF=0.9.
» Tower format.

» Backup extensions available for all power ratings.
« Intelligent slot for SNMP/relays.
« Eco-mode operation.

SLCTWINRT

On-line double-conversion tower/rack
UPS from 700 VA to 10,000 VA with PF=1

On-line double-conversion technology.

Output power factor PF=1.(1)

Convertible tower/rack format.

Backup extensions available for all power ratings.
Programmable outputs for critical/non-critical loads.(2)
Parallelable up to 3 units.(3)

PDU strip for distribution of output loads.
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TECHNOLOGY TRADING L.L.C

Screencheck Technology Trading
Office No. 68, Al Jaddaf

Dubai, United Arab Emirates

Tel - +9714 3247500
Email - Info.stt@centena.com
www.screenchecktechnology.com

A Centena Group Company
Www.centena.com
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Excellence in Diversity




